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MAIN DIMENSIONS 
 
Type       

 
: APS 90  

 
LOA 

 
: 53.00 metres 

Classification Breadth overall : 13.80 metres 
Max Draft : 5.80 metres  

: � A1(E), AHT/Towing Vessel  
 (� DP1) Firefighting Vessel Class 1 
  Unrestricted Navigation, �  AMS GRT : 950 Tonnes Approx. 

Builder :  ABG, India Deadweight : 1050 Tonnes 
 

PERFORMANCE 
 
Total Power KW 

 
: 5440W 

 
Max. Speed 

 
: 14.5 knots  

Bollard Pull Ahd : 95T Service Speed : 11 knots 
Bollard Pull Astern : 90T   
Bow Thruster : 8.5T Thrust   
    

 

CAPACITIES 
 
Deck Cargo 

 
: 400 Tonnes 

 
Potable Water 

 
: 445m3 

Deck Area : 260m2 Recovered Oil : 150m3 
Deck Strength : 5T/m2 F.O Discharge Rate : 80m3/hr 
Fuel Oil : 630m3 FW Discharge Rate : 80m3/hr 
Watermarker 
 

: 5T/day   

DECK EQUIPMENT 
 
Main Winch  
 
 
Capacity 

 
: 2 Drum Waterfall 
: Brake Holding 225T 
: 100T x 6M/min line pull 
: 1 x 1000m x 58mm SWR 
each drum 

 
Ford Winch 

 
: Single Drum 
: Brake Holding 225T 
: 90T x 6m/min 
: capacity 600m x 58mm SWR 

Towing pins : 300T SWL Karmoy Capstans : 2 x 10T 
Sharks Jaw : 300T SWL Karmoy Tugger : 2 x 5T 
Stern Roller : 200T SWL Crane : 5T @ 16m Knuckle boom 
Bulwark opening with side Rollers 
 

Hose Flushing Connection : 12” connection 
 

OUTFIT 
 
Accommodation Berths 

 
: 24 

 
Radio Equipment 

 
: GMDSS Area A3 

Treatment Room 
Lounge /Recreation area 

 Well appointed Wheelhouse fully integrated controls forward 
consoles and aft 

    
 

 
EMERGENCY RESPONSE EQUIPMENT 
 
Off. Vessel Firefighting 
Foam Capacity  
Fast Rescue Craft 
Rescue Zones 

 
: FiFi1 
: 12m3 
: Mp 741 
: Port and Starboard 
 

  

POLLUTION RESPONSE 
 
Dispersant Deployment 

 
: 2 X 8 metre stainless steel Booms 

Dispersant : 12 m3 capacity –min 
Recovered Oil : 100m3 capacity 

: Discharge pump 50m3/hr 

 
 

Technical Specification  
 ‘M’ Class Series Floating Production Marine Support Vessel 

 

              
Please contact: 

Tel:  +971 6 5172222 
Fax: +971 6 5749090 

Or refer  to our  website, which may be found 
at: 

http://www.lamnalco.com 
 

ALL PARTICULARS BELIEVED TO BE CORRECT BUT NOT GUARANTEED 


